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Chemax PEG-20000

CHEMICAL NAME

INCI NAME

CAS NUMBER

FUNCTION

TECHNICAL
REQUIREMENTS

GENERAL DATA

APPLICATION

Polyethylene Glycol

25322-68-3

Base Surfactant, Lubricant, Wetting Agent

Color (APHA) .. 100 Maximum
PH (5% AQUEOUS).....uuueeeieririiiiiennrnnnneeennennesnneennnnsnennnnnnnnne 50-6.5
ACIA ValUB......coeiiiiiiiiiiiiiiii 0.8 Maximum
Melt POINE, PC..eniieieeeeeee e 62 Typical
WaALET, Y0.cciiiiiiiiiiiiiieeeeeeeeeee e 1.0 Maximum
Appearance @ 25°C......ccccevveeeeviieennnnnnnn. Large Flakes or Granules

Chemax polyethylene glycols are available in a range of molecular
weights which find utility as lubricants, chemical intermediates and
heat transfer agents.

Revision Date: 18.05.2016

Information presented herein has been given in good faith and to the best of our current knowledge and experience. PCC Chemax, Inc.

The compliance of specific properties of the supplied product with the data given herein and its fitness for the intended purpose
should be checked before the product is used. The producer reserves the right to modify the information presented herein
as a result of technological development and improvement of the product by the producer.
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