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ROSTABIL TTDP

CHEMICAL NAME Triisotridecyl phosphite
CAS NUMBER 77745-66-5
FUNCTION Antioxidant,

Thermal & Processing Stabilizer,
Heat Stabilizer

TECHNICAL Appearance at 20-25°C ..., clear liquid
REQUIREMENTS HAZEN COIOUN ......cveveveeeeeeeeeee e max. 100
Acid value, Mg KOH/Q ........ceiiiiiiiiicie e max. 0.2

Density at 20°C, g/CmM3........ccoiiiiieiiee e 0.870-0.910

Refraction INdex 120 ..........cceveveieieeieecece 1.4590-1.4650

GENERAL DATA SOIUbIlity IN WALET ......eviiiiiiieiieiiee e insoluble
Other SOIVENTS ... acetone

chloroform

Molecular weight, g/mol............coeviiiiiiii e 629

APPLICATION Used as a thermal & processing stabilizer and/or antioxidant in

plastics as well as paint and varnish industries.

Information presented herein has been given in good faith and to the best of our current knowledge and experience. PCC Rokita SA
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should be checked before the product is used. The producer reserves the right to modify the information presented herein 56-120 Brzeg Dolny
as a result of technological development and improvement of the product by the producer. Polska

www.pcc.rokita.pl




