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EXOemul OM3 LSP

CHEMICAL NAME Mixtures

INCI NAME -

CAS NUMBER -

FUNCTION Emulsifier

TECHNICAL Appearance at (20+25) °C.......... liquid, yellow to dark yellow color

REQUIREMENTS
Colour in Hazen scale at (20 + 25)°C.....cccceeeeeveeeeeeeeeee. max 250
PH Of 1% SOIULION ......uiiiieiiiieicee e 7.0+95

GENERAL DATA Solubility IN WALEr ..o, insoluble
Other soIVeNtS.......ccovvieiiiieeiiciee e, methanol, ethyl ether
Density at 20°C, g/ML .....oovvvvvviiiiiiiiiiiiieeeeeeeeeeee 0,950 + 1,050
(0o [o 11 | SRR characteristic
Solidification point, °C.........ccccceiiiiiiiiiicie e approx. -12,0
Viscosity at 20°C, MPa S........cccvvvviiiiiieeeereeee e, approx. 60

APPLICATION EXOemul OM3 LSP is a mixture of surfactants for emulsifying

formulations based on paraffin oil (SN 150, SAE 95/10). Product
has got a non-ionic character and is mainly applied to forming
emulsions in industrial applications.

Infermation presented herein has been given in good faith and to the best of sur current knowledge and experience. PCC Exol 5A

The compliance of specific properties of the supplied preduct with the data glven herein and its fitness for the intended purpese ul, Sienkiewicza 4
should be checked before the product is wed. The producer reserves the right to modify the information presented hergin 56-120 Brzeg Dalny
as a result of technological development and improvement of the product by the proeducer. Poland




