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EXOwet CB1

CHEMICAL NAME Mixture

INCI NAME -

CAS NUMBER -

FUNCTION Wetting agent, cleansing agent

TECHNICAL Appearance at (20 + 25) °C ......ccovvvvvvveeenn. clear opalescent liquid

REQUIREMENTS
Colour in Hazen scale at 30°C ..., max 50
PH Of PrOAUCT ...ttt 7.5+95
NV Y (T 1 0 17 0 IR max 4

GENERAL DATA SOIUDIlItY TN WALET ... good
Density at 25°C, g/ml ......coovvviiiiiiiiiiiiiii approx. 0.97
(0o [o 11 | SRR characteristic
Solidification point, °C........ccccceeiiiiiiiiie e, below 4
Viscosity at 20°C, mPaS.........cccvvvviviiiiiiiiiiiiiiii approx. 30

APPLICATION EXOwet CB1 is a concentrated, nonionic wetting and dispersing

product. EXOwet CB1 simplifies the connection of mineral and
organic ingredients, for example during production of chemical
anchors. Through its high wetting abilities, EXOwet CB1 prevents
the solid particles sedimentation, which are ingredients of the
fasten mixture, prolonging its stability over time. Product may be
applied for different types of reisins (polyester, vinyl-esther,

epoxide).
Infermation presented herein has been given in good faith and 1o the best of sur current knowledge and experiende. PCC_EM'I_I SA
The compliance of specific properties of the supplied preduct with the data given herein and its fitness for the intended purpese ul, Sienkiewicza 4
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