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CHEMICAL NAME

INCI NAME

CAS NUMBER

FUNCTION

TECHNICAL
REQUIREMENTS

GENERAL DATA
0.5

APPLICATION

Polyoxyethylene glycol
PEG-45
25322-68-3

Emulsifier, wetting agent

Appearance at (20 + 25)°C ........ccovvvveeeen. white to pale yellow wax
Colour of 25% solution (Hazen units) at (2025)°C.............. max 30
Hydroxyl value, mgKOH/g...........cuiiiiiiieieiciee e 51 +63
PH Of 10% SOIULION ......oviiiiiiiiiiiiiiii e 46+74
T N (T 10 07 IR max 0.5
Molecular weight, g/mol ............ccoeiiiiiiiiiiieee e, approx. 2000
SOIUDIlItY TN WALET ..o good
Other SOIVENES.........oveviiiiieeieeie e, low aliphatic alcohols,

diethyl ether, chloroform
Density at 20°C, g/ML ....coovvvviiiiiiiiiiiiiieeeeeeeeeeeeeee approx. 1.20
(O 0 (o1 | PP PP PPPPPPPPPPPR slight
Solidification point, *C ... approx. 50

Polyoxyethylene glycol with softening, lubricating, wetting and
antistatic properties in many applications.

Infermation presented herein has been given in good faith and to the best of sur current knowledge and experience.

The compliance of specific properties of the supplied preduct with the data given herein and its fitness for the intended purpose
should be checked before the product is wied. The producer reserves the right to moedify the information presented herein

as a result of technological development and improvement of the product by the preducer.
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