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CHEMICAL NAME Naphthalene sulfonic acid- formaldehyde polycondensate; sodium
salt; (powder)

CAS NUMBER 9084-06-4

FUNCTION Superplasticizer, Fluidising Agent

TECHNICAL Appearance...........ccceeveenennnnnns powder with a colour light brown pH

REQUIREMENTS Of 5% SOIULION ...t 7.5-10.5
Active substances, % (W/W) .........ueveuriiniirniiiiniierinennn. min. 85
Sodium sulphate calculated as dry matter, % (w/w) ............. max. 5
Water content, %0 (W/W) .....oooeeeriiiiiiiiiiieee e max. 10
Chlorides, % (W/W) ... ..ot aneennees max. 0.1

GENERAL DATA SOlUbIlity IN WALET ..o good Other
SOIVENES. ...t methanol

APPLICATION Used as a concrete and cement mortar plasticizing and fluidizing

admixture and as a dispersing agent used for the production of
gypsum products.

PCC Rokita SA

Information presented herain has been given in good faith and to the best of our current knowledge
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and experience. The complionce of the specific properties of the supplied product with the data given
herein and its fitness for the intended purpose should be checked before the product is used. The 56-120 Brzeg Dolny
producer reserved the rght to medify the Infoermation presented herein as a result of technologleal Polska

development and improvement of the product by praducer. www.pce.rokita.pl



