PCC

EXOfos PB-139

CHEMICAL NAME

NUMER CAS

FUNCTION

TECHNICAL
REQUIREMENTS

GENERAL DATA

POE (9) Tridecyl Ether Phosphate
9046-01-9

Anionic surfactant

Appearance at 40°C ..o liquid
Colour (Gardner) at 40°C ........uuvuvuerrerrirrenerreereennrnee—.. max 3
Acid Value (to the first inflection point), mgKOH/g.............. .record
Acid Value (to the second inflection point), mgKOH/g .... .87 + 117
Free Phosphoric Acid, % (M/M).....cccovviiiiiiiiiiiiiiiiiiiiiiiiieee, .record
wWater, Yo(IM/M) .cooeeeieeeeee max 1.0
SOIUBIlItY IN WALET .. good
Density at 25°C, g/ML ...coooiiiiiiiiiiieeeeeee e approx. 1.08
Solidification point, °C ... approx. -2

APPLICATION Product used in metalworking, textile, and hard surface cleaner
formulations.
Information presented herein has been given in good faith and to the best of eur current knowledge and experience. PCC Exol 5A
The compliance of specific properties of the supplied preduct with the data given herein and its fitness for the intended purpose ul, Sienkiewicza 4
thould be checked before the product is wed. The producer reserves the right to modify the information presented herein 56-120 Brzeg Dolny
as a result of technological development and improvement of the product by the preducer. Poland



