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Vinylene carbonate (VC)

CHEMICAL NAME 1,3-dioxol-2-one

INCI NAME None

CAS NUMBER 872-36-6

FUNCTION Membrane-forming additive for electrolyte in lithium-ion batteries

(Li-lon). Intermediate in organic synthesis.

TECHNICAL PUrity (GC).eneieeii e min. 99.99%
REQUIREMENTS MOISEUIE. ... <30 ppm
Colour (APHA). ... <20
BHT . 70-110 ppm
Total chlorine. ... . ..o <15 ppm
GENERAL DATA APPEAranCe........ovvvieeriiiniaeianennnnn colourless transparent liquid
MOIBI MASS. ... 86.04 g/mol
DENSity (20 9C)....iuniiniiiei e 1.36 g/cm?
MeEItiNG POINt. ....oeie i 15°C
Boiling POINt.......ceie e 168 °C
FIash point.........oou e 80°C
Index of refraction (25°C).........vuieiniiiii e 1.419
Solubility in water (20,2 °C).......c.oiviiiiieiieii e 515 g/l
Kinematic viscosity (20 °C)........cccovvveiiieiniiiiieenn 1,306 mm?/s
APPLICATION Production of electrolytes for batteries and accumulators of Li-lon

type; organic synthesis.
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